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JOHN DEERE 1210E Tier3 Stage3a (Forwarders) 
Motor: DT JD PowerTech 6068, 140kW Årsmodell: 2012- 
Motor 
1) NPL MAX 15W/40 (Max: 500 h) 
2) NPL MAX 10W/40 (Max: 500 h) 
Hydraulik 
1) NPL HYD HVI 46 (Max: 1000 h) 
2) NPL HYD HVI 46 ZF (Max: 1000 h) 
3) NPL BIO HYD 46 (Max: 1000 h) 
Boggifäste 
1) NPL HS TRANS 75W/90 (Max: 2000 h) 
2) NPL GEAR OIL 80W/90 (Max: 2000 h) 
3) NPL GEAR OIL 80W/90 (Max: 2000 h) 
Bromsar 
1)NPL HS ATF III (Max: 1000 h) 
2) NPL DS ATF III LL (Max: 1000 h) 
3) NPL DS ATF III (Max: 1000h) 
Differentialer 
1) NPL HS TRANS 75W/90 (Max: 2000 h) 
2) NPL GEAR OIL 80W/90 (Max: 2000 h) 
3) NPL GEAR OIL LS 80W/90 (Max: 2000 h) 
Smörjpunkter 
1) MATRIX EP2 
2) CALIBER BLUE EP2 
Nav 
1) NPL HS TRANS 75W/90 (Max: 2000 h) 
2) NPL GEAR OIL 80W/90 (Max: 2000 h) 
3) NPL GEAR OIL LS 80W/90 (Max: 2000 h) 
Växellåda områdesbyte 
1) NPL HS TRANS 75W/90 (Max: 1000 h) 
2) NPL GEAR OIL 80W/90 (Max: 1000 h) 
3) NPL GEAR OIL LS 80W/90 (Max: 1000 h) 
Svänghus 
1) NPL HS TRANS 75W/90 (Max: 2000 h) 
2) NPL GEAR OIL 80W/90 (Max: 2000 h) 
3) NPL GEAR OIL LS 80W/90 (Max: 2000 h) 
Glykol 
1)NPL GLYKOL RÖD 
2)NPL GLYKOL OAT 


