Nordic Performance
Lubricants

JOHN DEERE 1470D with CH8 Loader (Harvesters)
Motor: D/ DT

Motor

1) NPL MAX 15W/40

2) NPL MAX 10W/40

Hydraulik

1) NPL HYD HVI 46
2) NPL HYD ISO 46
3) NPL BIO HYD 46

Kylmedel
1) NPL Glykol ROD
2) NPL Glykol OAT

Boggihus

1) NPL HS TRANS 75W/90
2) NPL GEAR OIL 80W/90

3) NPL GEAR OIL LS 80W/90

Framre differential

1) NPL HS TRANS 75W/90
2) NPL GEAR OIL 80W/90

3) NPL GEAR OIL LS 80W/90

Smorjpunkter
1) MATRIX EP2
2) CALIBER BLUE EP2

Vaxellada omradesbyte

1) NPL HS TRANS 75W/90

2) NPL GEAR OIL 80W/90

3) NPL GEAR OIL LS 80W/90

Bakre differential

1) NPL HS TRANS 75W/90
2) NPL GEAR OIL 80W/90

3) NPL GEAR OIL LS 80W/90

Reduktionsnav

1) NPL HS TRANS 75W/90
2) NPL GEAR OIL 80W/90

3) NPL GEAR OIL LS 80W/90

Svanghus

1) NPL HS TRANS 75W/90
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2) NPL GEAR OIL 80W/90
3) NPL GEAR OIL LS 80W/90
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