Nordic Performance
Lubricants

JOHN DEERE 160D LC (D - Series Crawler Excavator)
Motor: DT Deere 4045H Tier3, 121HP Arsmodell: 2007-

Motor 15 liter

1) NPL MAX 15W/40 (Max: 500 h)
2) NPL MAX 10W/40 (Max: 500 h)
3) NPL MEX 15W/40 (Max: 500 h)

Hydraulik

1) NPL HYD HVI 46 (Max: 2000 h)
2) NPL HYD ISO 46 (Max: 2000 h)
3) NPL BIO HYD 46 (Max: 2000 h)

Kylmedel 22 liter
1) NPL GLYKOL ROD (Max: 2000 h)
2) NPL GLYKOL OAT (Max: 2000 h)

Drivvaxellada 4.7 liter

1) NPL HS TRANS 75W/90 (Max: 1000 h)
2) NPL GEAR OIL 80W/90 (Max: 1000 h)

3) NPL GEAR OIL LS 80W/90 (Max: 1000 h)

Svangvéaxellada 5.7 liter

1) NPL HS TRANS 75W/90 (Max: 1000 h)
2) NPL GEAR OIL 80W/90 (Max: 1000 h)

3) NPL GEAR OIL LS 80W/90 (Max: 1000 h)

Postadress Telefon E-post
ROVAB, Ramby Oljor & Verktyg AB 0171-47 51 13 info@rovab.com
L6t Ramby 26 Webb

749 51 Grillby www.rovab.com



