
 

 

  

Postadress                                                         Telefon                                            E-post                                              

ROVAB, Ramby Oljor & Verktyg AB                 0171-47 51 13                           info@rovab.com                 
Löt Ramby 26  Webb 
749 51 Grillby                                                                                                        www.rovab.com 

 

 

JOHN DEERE 1910E S/N WJ1910E001003 - Up (Forwarders) 
Motor: DT JD 6090 186kW 
 
Motor 
1)NPL MAX 15W/40 (Max: 500 h) 
2)NPL MAX 10W/40 (Max: 500 h) 
 
Hydraulik 
1)NPL HYD HVI 46 (Max: 1000 h) 
2)NPL HYD HVI 32 (Max: 1000 h) 
3)NPL BIO HYD 46 (Max: 1000 h) 
 
Bromsvätska 
1)NPL HS ATF VI (Max: 1000 h) 
2)NPL HS ATF 3 (Max: 1000 h) 
3)NPL DS ATF 3 LL (Max: 1000 h) 
4)NPL DS ATF 3 (Max: 1000h) 
 
Framboggihus 
1)NPL HS TRANS 75W/90 (Max: 2000 h) 
2)NPL GEAROIL 80W/90 (Max: 2000 h) 
3)NPL GEAROIL LS 80W/90 (Max: 2000 h) 
 
Främre differential 
1)NPL HS TRANS 75W/90 (Max: 2000 h) 
2)NPL GEAROIL 80W/90 (Max: 2000 h) 
3)NPL GEAROIL LS 80W/90 (Max: 2000 h) 
 
Främre differential 
1)NPL HS TRANS 75W/90 (Max: 2000 h) 
2)NPL GEAROIL 80W/90 (Max: 2000 h) 
3)NPL GEAROIL LS 80W/90 (Max: 2000 h) 
 
Främre differential 
1)NPL HS TRANS 75W/90 (Max: 2000 h) 
2)NPL GEAROIL 80W/90 (Max: 2000 h) 
3)NPL GEAROIL LS 80W/90 (Max: 2000 h) 
 
Framhjulsnav 
1)NPL HS TRANS 75W/90 (Max: 2000 h) 
2)NPL GEAROIL 80W/90 (Max: 2000 h) 
3)NPL GEAROIL LS 80W/90 (Max: 2000 h) 
 
Bakre differential 
1)NPL HS TRANS 75W/90 (Max: 2000 h) 
2)NPL GEAROIL 80W/90 (Max: 2000 h) 
3)NPL GEAROIL LS 80W/90 (Max: 2000 h) 
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Svänghus 
1)NPL HS TRANS 75W/90 (Max: 2000 h) 
2)NPL GEAROIL 80W/90 (Max: 2000 h) 
3)NPL GEAROIL LS 80W/90 (Max: 2000 h) 
 
Momentfördelare 6.3 liter 
1)NPL HS TRANS 75W/90 (Max: 2000 h) 
2)NPL GEAROIL 80W/90 (Max: 2000 h) 
3)NPL GEAROIL LS 80W/90 (Max: 2000 h) 


