Nordic Performance
Lubricants

JOHN DEERE 200D LC (D - Series Crawler Excavator)
Motor: DT Deere 6068H Tier3, 159HP Arsmodell: 2007-

Motor 23 liter

1)NPL MAX 15W/40 (Max: 500 h)
2)NPL MAX 10W/40 (Max: 500 h)
3)NPL MEX 15W/40 (Max: 500 h)

Hydraulik

1)NPL HYD HVI 46 (Max: 5000 h)
2)NPL HYD HVI 32 32 (Max: 5000 h)
3)NPL BIO HYD 46 (Max: 5000 h)

Kylmedel 26.1 liter
1)NPL GLYKOL ROD (Max: 2000 h)
2)NPL GLYKOL OAT (Max: 2000 h)

Pump drivningsvéaxellada 1 liter

1)NPL MAX 15W/40 (Max: 1000 h)
2)NPL MAX 10W/40 (Max: 1000 h)
3)NPL MEX 15W/40 (Max: 1000 h)

Svangvéaxellada 6.2 liter

1)NPL HS TRANS 75W/90 (Max: 1000 h)
2)NPL GEAROIL 80W/90 (Max: 1000 h)
3)NPL GEAROIL LS 80W/90 (Max: 1000 h)

Lopvaxellada 6.8 liter

1)NPL HS TRANS 75W/90 (Max: 2000 h)
2)NPL GEAROIL 80W/90 (Max: 2000 h)
3)NPL GEAROIL LS 80W/90 (Max: 2000 h)
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