Nordic Performance
Lubricants

VOLVO CONSTRUCTION A30 6x6 (Articulated Haulers)
Motor: Volvo TD102KH 214kW [DT]

Motor
1)NPL MAX 15W/40 (Max: 250 h)
2)NPL MEX 15W/40 (Max: 250 h)

Kraftoverforing

1)NPL MAX 10W/40 (Max: 500 h)
2)NPL MEX 15W/40 (Max: 500 h)
3)NPL UTTO HT+ 10W/30 (Max: 500 h)

Hydraulik

1)NPL HYD HVI 46 (Max: 2000 h)
2)NPL HS HYD HVI 46 ZF (Max: 2000 h)
3)NPL HYD HVI 68 (Max: 2000 h)

Kylmedel
1)NPL GLYKOL OAT (Max: 2000 h)

Falladsvaxel

1)NPL HS TRANS 75W/90 (Max: 2000 h)
2)NPL GEAROIL 80W/90 (Max: 2000 h)
3)NPL GEAROIL LS 80W/90 (Max: 2000 h)

Framaxel

1)NPL HS TRANS 75W/90 (Max: 2000 h)
2)NPL GEAROIL 80W/90 (Max: 2000 h)
3)NPL GEAROIL LS 80W/90 (Max: 2000 h)

Boggiaxel fram

1)NPL HS TRANS 75W/90 (Max: 2000 h)
2)NPL GEAROIL 80W/90 (Max: 2000 h)
3)NPL GEAROIL LS 80W/90 (Max: 2000 h)

Smorjpunkter
1)MATRIX EP 2
2)CALIBER BLUE EP 2
3)CALIBER BLUE HS 2

Boggiaxel bak

1)NPL HS TRANS 75W/90 (Max: 2000 h)
2)NPL GEAROIL 80W/90 (Max: 2000 h)
3)NPL GEAROIL LS 80W/90 (Max: 2000 h)

Postadress Telefon E-post
ROVAB, Ramby Oljor & Verktyg AB 0171-47 51 13 info@rovab.com
L6t Ramby 26 Webb

749 51 Grillby www.rovab.com



